o
CIRCOR ALLWEILER
o

Charact. curves

NB 2/25-200/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to:

Created by

Q
1)
2)

Water

Date

H P Vis

1.00 mm?/s

rated Torque Temp
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Curve number: 225 02200 0114 3B

ALLWEILER

GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 2/32-200/01 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
P P Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min 205 mm
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V5.2.2 Curve number: 032 01200 01142 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 2/40-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B

Minmum capacity

Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to:

Q
1)
2)

Water

H P rated Torque Vis

1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
256 mm

NPSH-value without safety margins
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Curve number: 040 01250 01142 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 2/50-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
256 mm

NPSH-value without safety margins
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V5.2.2 Curve number: 050 01250 01142 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR
o

Charact. curves

NB 20-160/01

ALLWEILER

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B

Minmum capacity

Qmin = 0.1 * Qopt

Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to:

Q
1)
2)

Water

H P rated Torque Vis

1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Date

Speed
1450 1/min

Impeller @
159 mm
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Curve number: 020 01160 0114 3B

ALLWEILER

GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 25-160/12

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to: Water
Q H P rated Torque  Vis

1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
168 mm

NPSH-value without safety margins
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V5.2.2 Curve number: 02512160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 25-200/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Date

Speed
1450 1/min

Impeller @
205 mm

NPSH-value without safety margins

H/m< Head

20 %
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V5.2.2 Curve number: 025 02200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
M ‘ Charact. curves

CIRCOR ALLWEILER Project ID

5 NB 32-125/02
Charact. curves acc. DIN EN 1SO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.
Attention! At temperature t < -10°C please note materials! Created by Date
Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe||er (7]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 1450 1/min 129 mm
NPSH-value without safety margins
H/m- Head
6] 2% 55 %
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@ 100

X Shaft power P2
P: [ kW p @ 129
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V5.2.2 Curve number: 032 02125 0114

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 32-160/02 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
Created by

Power data referred to: Water

Date

Q H P rated Torque Vis Temp Density Speed
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min

Impeller @
170 mm

NPSH-value without safety margins
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V5.2.2 Curve number: 032 02160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

o
E/I/RCOR ALLWEILER Project ID

NB 32-200/01

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

ltem
Pos.no.

Attention! At temperature t < -10°C please note materials!
Created by

Power data referred to: Water

Date

Q H Vis

1.00 mm?/s

rated Torque Temp

20.0°C

Density
0.998 kg/dm?

Speed

) 1450 1/min

2)

Impeller @
205 mm

NPSH-value without safety margins
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V5.2.2 Curve number: 032 01200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR
o

Charact. curves

NB 40-125/01

ALLWEILER

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B

Minmum capacity

Qmin = 0.1 * Qopt

Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to:

Q
1)
2)

Water

rated Torque Vis
1.00 mm?/s

H P Temp

20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
135 mm
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Curve number: 040 01125 0114 3B

ALLWEILER

GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 40-160/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to:
Q

Water

H rated Torque Vis
1)

2)

1.00 mm?/s

Date

Temp
20.0°C

Density
0.998 kg/dm?

Speed
1450 1/min

Impeller @
173 mm

NPSH-value without safety margins

H/m 1 Head
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V5.2.2 Curve number: 040 02160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 40-200/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to:
Q H P

Water

rated Torque
1)
2)

Vis Temp
1.00 mm?/s 20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
205 mm

NPSH-value without safety margins

H/mZ= Head
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V5.2.2 Curve number:

040 01200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
o NB 40-250/01 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
P P Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min 250 mm

NPSH-value without safety margins

H/m 3 Head
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V5.2.2 Curve number: 040 01250 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 50-125/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?
2)

Speed Impeller @
1450 1/min 145 mm

NPSH-value without safety margins

H/m— Head

95 % 68 %
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V5.2.2 Curve number: 050 02125 0114

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

Quotation / Offer No.

CTRCOR ALLWEILER Project ID
S NB 50-160/01 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
Created by

Power data referred to: Water

Date

Q H P rated Torque Vis Temp Density Speed
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min

Impeller @
165 mm

NPSH-value without safety margins

H/m= Head
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V5.2.2 Curve number: 050 01160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 50-200/01 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).
Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min 205 mm

NPSH-value without safety margins

Head

Y
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V5.2.2 Curve number: 050 01200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 50-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
250 mm

NPSH-value without safety margins

H/m- Head
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V5.2.2 Curve number: 050 01250 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

Quotation / Offer No.

Project ID

NB 65-125/02

Charact. curve® BN CEN
Minmum capacity

ISO 9906:2013-03 3B
Qmin = 0.1 * Qopt

Item
Pos.no.

Attention! At temperature t < -10°C please note materials!

Created by

Power data referred to: Water

Date

Q H P rated TorqueVis Temp
1) 1.00 mm2/s 20.0 °

Density
0.998 kg/dm?3

Speed

2) 1450 1/min 145 mm

Impeller @

NPSH-value without safety margins
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V5.2.2 Curve number: 065 02125 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Quotation / Offer No.
Charact. curves

Project ID

NB 65-160/01

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to:
Q H P

Water

1)
2)

rated Torque

Date

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Speed
1450 1/min 1

Impeller @

70 mm

NPSH-value without safety margins

H/m3 Head

50 %

o o N o ©
o o1 N oo ;o © »

IS

13, BN OCIIS, N N RS ]

N
N

1.5

60 %

g 170

p./kw | Shaft power P2

1.2

0.8

et LT | | 22

170

NPSH-values

—————

@125

g 170

Hydraulic efficiency
60—
40—

20—

3125

170

Flow

I I I I I I I I I I I I
85 90

I
Q/m3h

V5.2.2 Curve number:

065 01160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 65-200/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to:
Q

Water
H
1)
2)

rated Torque

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
1450 1/min

Impeller @
219 mm

NPSH-value without safety margins

Head
60 %

70 %

@ 160

70 %

3219

| Shaft power P2

1////5/(3 160

@219

0=
NPSH /m | NPSH-values

e —

160

@219

ni1% | Hydraulic efficiency

60—
40—

20—

@ 160

219

0 T
0 5 10
Flow

I I I I
15 20 25 30 3

I I I I I I I I I I
5 40 45 50 55 60 65 70 75 80

I I I I
85 90 95 100

I I I
105 Q/mdh

V5.2.2 Curve number:

065 02200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell







o
CIRCOR ALLWEILER
o

Charact. curves

NB 65-315/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to: Water
Q H P
1)
2)

rated Torque Vis Temp

Density

1.00 mm?/s 20.0°C 0.998 kg/dm?®

Created by Date

Speed
1450 1/min

Impeller @
315 mm

NPSH-value without safety margins

H/m= Head

44 %

54 % 61 %

65.6 %

W www
wh oo

w w w
o =N
bl

N
©
|

N
o]
|

23<
22

O aNNN
~N 00 © O -~
ol hin

SO
AN WkhoOoOo
1l

@ 255

p./kw | Shaft power P2

-
N A OO ® O
L

315

J 255

NPSH | m— NPSH-values

2.5
27 \

315
g 25

n1%- Hydraulic efficiency

@ 315
g 255

0 T
0 5 10
Flow

\ \
15 2

I I I I I I I I I I I I I
0 25 30 35 40 45 50 55 60 65 70 75 80 85

I I I I I I
90 95 100 105 110 Q/m?3h

V5.2.2 Curve number:

065 02315 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

Quotation / Offer No.

Project ID
NB 65-400/01 rolee
Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

Created by

Power data referred to: Water

Q
1)
2)

Date

H P rated Torque Vis Temp Density Speed
1.00 mm?/s 20.0°C 0.998 kg/dm?

1450 1/min

Impeller @
410 mm

NPSH /m | NPSH-values

Him

N NN N W W W w wd D bbb o ao oo a on
N A O 00 O N & O 0O O N D O 0O N N O
Dol bbb e B b e B b e B b B b b B L

NPSH-value without safety margins

Head
35% 45 %

52 %

60.7 %

@330

ff. 61.2%

57 %
@410

P./kw | Shaft power P2

34 —————

8//5/@ 330
47

@ 410

@ 330

410

n1%-| Hydraulic efficiency -

50— @ 330

@410

Flow

rr T 11 1T 1T 1T ‘1T “"©T "7 "“"T "7 "“"T 1 T
0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 7

I
5 80 85 90 95 100 105 Q/mh

V5.2.2

Curve number: 065 01400 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 80-160/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by Date

Power data referred to: Water
Q H P rated Torque  Vis

1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Speed
1450 1/min

Impeller @
180 mm

NPSH-value without safety margins

H/m—= Head

10.5

50 %

60 %

N w > o o N © ©
N O w a0 b O 1 01 O O N O 6o o1 © o ©
poloehodeo e b bee bbb el e e e hnln

1.5

0.5 @ 125

60 %
@180

P./kw _| Shaft power P2

@ 125

180

NPSH-values
g 125

@ 180

Hydraulic efficiency

@125

—

180

0 I I I I I I I I

0 10 20 30 40 50 60 70 80
Flow

I
90

I I I I
100 110 120 Q/mdh

V5.2.2 Curve number: 080 01160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 80-200/03 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

ion! Pl te th i t , mot limit 37 kW (motor typ 200L).
Attention! Please note the maximum motor power, motor power lim ( yp ) Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min 225 mm

NPSH-value without safety margins

Head

60 % 68 %

74 %

14

13

12

11

10

@170

p./kw _| Shaft power P2

@ 225

2’///"3/@ 170

1

NPSH,m: NPSH-values 5 905
1.6
1.2 0
0.8
0.4

n1%-| Hydraulic efficiency ——

70| T
60— @ 225

50— @170
40—

30
20—
10

0 \ \ \ \ \ \ \ \ \ \ \ \ \ \ \

0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 Q/mdh
Flow

V5.2.2 Curve number: 080 03200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
M ‘ Charact. curves

CIRCOR ALLWEILER Project ID

5 NB 80-250/02
Charact. curves acc. DIN EN 1SO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L). Created by Date
Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe||er (7]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 1450 1/min 265 mm
NPSH-value without safety margins
H/m3 Head

50 %

62 %

NN
A O

N
N

N N
- w
ol hob o b b b |

= N
© o
|

- a4
o N 0
tobibly

©

o N

@ 200

oo
L bbb b

Shaft power P2

4*—/_//_/0’/—25 200
27

D 265

NPSH-values

265

n1%-| Hydraulic efficiency
70
60—
50
40—
30
20—
10

@ 200

@ 265

20 30 40 50

Flow

60

70 80 90 100

I I I I I I
110 120 130 140 150 160

170 Q/m3h

V5.2.2 Curve number:

080 02250 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 80-315/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to: Water

Q H P rated Torque Vis Temp Density
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?
2)

Created by

Date

Speed
1450 1/min

Impeller @
330 mm

NPSH-value without safety margins

H/mJ Head

= N N N N N w w w w
oo o N EN (o)) oo o N S (o]
T T T R O O I

-
o
|

N
o N EAN
[N

@ 270

@ 330

(o]
Ll

p./kw 1 Shaft power P2

124

@270

@ 330

NPSH | m—| NPSH-values

27

@ 330

n1% | Hydraulic efficiency ——

—

@270

@ 330

0 I I I I I I I I I I I

0 10 20 30 40 50 60 70 80 90 100 110 120

Flow

I
130

I I I
140 150 160

I I
170 Q/mdh

V5.2.2 Curve number: 080 013150114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Quotation / Offer No.
Charact. curves

Project ID

NB 100-160/02

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by

Power data referred to:
Q

Water
H
1)
2)

rated Torque

Date

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Speed
1450 1/min

Impeller @
190 mm

NPSH-value without safety margins

Head

40 % 55 %

65 %

@132

P./kw _| Shaft power P2

@132

190

NPSH | m—| NPSH-values

132

190

n1%_| Hydraulic efficiency

60—
40

20—

132

@ 190

10 20 30 40 50

Flow

60

I I I I I I I I I I
70 80 90 100 110 120 130 140 150 160

170 Q/m3h

V5.2.2 Curve number:

150 02160 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 100-200/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B

Minmum capacity

Qmin = 0.1 * Qopt

ltem
Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

Created by Date

Power data referred to:

Water

Q H P Temp Density Speed
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 1450 1/min

rated Torque Vis

Impeller @
215 mm

NPSH-value without safety margins

H/m= Head

50 % 60 % 70 %

76 %

14

13

12

11

10

Shaft power P2
_ \
5 @ 215

27
T e

NPSH-values

170 @ 215

Hydraulic efficiency

60—

40— @ 215

@170
20

0 I I I I I I I I I I I I

40 60 80 100 120 140 160 180 200 220 Q/mdh
Flow

V5.2.2 Curve number: 462 1902 201 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

o
CIRCOR ALLWEILER
o

NB 100-250/01 Prolect 1D
Charact. curves acc. DIN EN 1SO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L). Created by Date
Power data referred to: Water
Q H P rated Torque Vis Temp Density Speed |mpe||er (7]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 1450 1/min 260 mm
NPSH-value without safety margins
H/m3 Head
234
22—
214
20—
194

@ 260

@ 205

JE N i G G G G Y
N W PH OO NOOOO aDNWDAOODO N

P./kw _| Shaft power P2

4 3205
27
NPSH | m—| NPSH-values
SHim @ 260

7 -205

@ 260

n1%-| Hydraulic efficiency el

70—
60—

50— @ 260

30— & 205

0 I I I I I I I I I I I I I

0 20 40 60 80 100 120 140 160 180 200 220 240 Q/mdh
Flow

V5.2.2 Curve number: 462 1902 301

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Quotation / Offer No.
Charact. curves

Project ID

NB 100-315/01

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by

Power data referred to:
Q

Water

H rated Torque
1)

2)

Date

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Speed
1450 1/min

Impeller @
330 mm

NPSH-value without safety margins

H/ m,; Head

50 %

60 %

@270

p./kw | Shaft power P2

@270

@330

NPSH-values

@-270

@330

Hydraulic efficiency

@270

@ 330

0 I I I I

20 40 60 80
Flow

I I I I I I I I I
100 120 140 160 180 200 220 240 260

I
Q/m3h

V5.2.2 Curve number:

462 1902 410 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
M Charact. curves

CIRCOR ALLWEILER Project ID
N~ NB 125-200/02 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

ion! Pl te th i t , mot limit 37 kW (motor typ 200L).
Attention! Please note the maximum motor power, motor power lim ( yp ) Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed ImpeIIer (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min 236 mm

NPSH-value without safety margins

H/mJ Head

18
17
16
15
14
13
12

11 79 %

10 @ 236

@ 205

P./kw - Shaft power P2
10| @ 236

2‘//_Df—~® 205
47
NPSH /m~| NPSH-values
SHim ] @ 236

44 205

2 S ————

ni% | Hydraulic efficiency I —

]

—

40—

20—

0 \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \
0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 320 Q/mdh
Flow

V5.2.2 Curve number: 125 02200 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 125-250/01 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L). Created by

Power data referred to: Water

Date

Q H P rated Torque Vis Temp Density Speed
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 1450 1/min

Impeller @
270 mm

NPSH-value without safety margins

Head

Him

N
=

NN
N W
Ll il

NN
o =

-
©

E @ 200

60 %
@270

p./kw | Shaft power P2

47///‘], @ 200

@270

—| NPSH-values
NPSH /m & 200

g 270

ni% | Hydraulic efficiency R

40—

20 @ 200

@270

0 I I I I I I I I I

0 40 80 120 160 200 240 280 320 360
Flow

I
Q/m3h

V5.2.2 Curve number: 125 01250 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

Quotation / Offer No.

CTRCOR ALLWEILER Project ID
S NB 2/32-200/01 :

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
Created by

Power data referred to: Water

Date

Q H P rated Torque Vis Temp Density Speed
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 2900 1/min

Impeller @
205 mm

NPSH-value without safety margins

Head

I
3

~N N 00
N o O &

[e2]
[e¢]

ff. 51.4%

N N W W b B b OO O O D
A 00O NN O O A O N O O b

@145

N
o

40 %
@ 205

P./kw | Shaft power P2

47—//—/‘5* @ 145

@ 205

NPSH /m | NPSH-values
145

@205

n1%_| Hydraulic efficiency S —

145

40 \

g 205

0 I T T T I T

Flow

I I I I I I I I I I
0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40Q/m¥h

V5.2.2 Curve number: 032 01200 01292 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 2/40-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Date

Speed
2900 1/min

Impeller @
256 mm

NPSH-value without safety margins

H/m 2 Head

150

40 % 45 %

50 %

140
130
120
110
100
90
80
70
60
50
40

30 @175

20

0%
256

P./kw | Shaft power P2

15/@ 175
10—

256

NPSH-values
@175

J 256

Hydraulic efficiency

175

—

J 256

0 I I I I I I I I I I I I

0 5 10 %5 20 25 30 35 40 45 50 55 60
Flow

65 70 75 80

I I
85 Q/m%h

V5.2.2 Curve number: 040 01250 01292 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 2/50-250/01

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

ion! te th i t , mot limit 37 kW (motor typ 200L).
Attention! Please note the maximum motor power, motor power limi ( yp ) Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 2900 1/min 256 mm

NPSH-value without safety margins

H/m 1 Head

40 %

50 %

140 54 %

58 %

130 61 %

120 f. 63.8%
110
100

90

80

70 o,
1.3% 50 %

60

50 J 256

40 %
40 %

30

20
175

10

X Shaft power P2
P:lkwW | p 2.956

15— @175
10—

NPSH | m—| NPSH-values
12— 3175

J 256

ni% | Hydraulic efficiency I —

50— \

40— @ 256

20— 175

0 I I I I I I I I I I I I

0 10 20 30 40 50 60 70 80 90 100 110 Q/mdh
Flow

V5.2.2 Curve number: 050 01250 01292 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 20-160/01

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
P P Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 2900 1/min 159 mm

NPSH-value without safety margins

H/m- Head

159

-
o N

@ 125

[e22e ]

X Shaft power P2
P:/KW | p 2159

0.8

0'6//43/@ 125
0.4

0.2
NPSH /m_| NPSH-values

J 125

159

ni1% | Hydraulic efficiency —T——

25— @ 159
20 125

\ \ \
8 Q/mh

o
o
(&)
N
N
[&)]
N
N
[&)]
w
w
[&)]
N
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(&)
(&)
[&)]
[&)]
[}
o
o
~
~
(&)

V5.2.2 Curve number: 020 01160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 25-200/02

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! At temperature t < -10°C please note materials!
P P Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 2900 1/min 205 mm

NPSH-value without safety margins

H/m - Head

20 %

[
o

[$)]
N

ff. 40.8%

D
oo

N
N

S
o

@ 205

N N N w w
o EN oo N D
A T A B AR A

-
»

-
N

@ 130

o]

X Shaft power P2
P: [ kKW _| p @ 205

L e e S R~ e <10

0
NPSH /m | NPSH-values

12—
@ 205

n1%-| Hydraulic efficiency -

—_—
ol @205

25— 3130
20
15—
10—
57
0 \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \

o 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 Q/m¥h
Flow

V5.2.2 Curve number: 025 02200 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
M ‘ Charact. curves

CIRCOR ALLWEILER Project ID

5 NB 32-160/02
Charact. curves acc. DIN EN 1SO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.
Attention! At temperature t < -10°C please note materials! Created by Date
Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe||er (7]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 2900 1/min 170 mm
NPSH-value without safety margins
H/m— Head
42— 35 % 48 % 55 % 61 % 65 %

= 68 %
] ff. 70.2%

30 @170

o @ 125

x _| Shaft power P2
P: [ kW p 5170

27
l " 2125

NPSH /m—| NPSH-values

170

125

n1%-| Hydraulic efficiency - — —
60 g170
50—
40— @125
30—
20—
10
0 1 1 1 1 T 1 1 1 1 1 1 1 T T T T T T T T T
0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42 44 Q/mh

Flow

V5.2.2 Curve number: 032 02160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 32-200/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to:
Q
1)
2)

Water

Date

H P Vis

1.00 mm?/s

rated Torque Temp

20.0°C

Density
0.998 kg/dm?

Speed
2900 1/min

Impeller @
205 mm

NPSH-value without safety margins

H/mé

Head
30 % 35 %

w w Ea N
N (o] o E-N
I I

N
[e3)

N
=

20

40 %

46 %

@160

46 %
J 205

7 Shaft power P2

@160

205

NPSH-values

160

\

@ 205

Hydraulic efficiency

@160

@205

Flow

I I I I I I
16

I I I
18 20 22 24 26 28 30 3

I I I
2 34 36 38

\ \
Q/m3h

V5.2.2

Curve number: 032 01200 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




ff. 64.5%

Quotation / Offer No.
M ‘ Charact. curves
CIRCOR ALLWEILER Project ID
% NB 40-125/01
Charact. curves acc. DIN EN 1SO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.
ion! -10° als!
Attention! At temperature t < -10°C please note materials! Created by Date
Power data referred to: Water
Q H P rated Torque Vis Temp Density Speed |mpe||er (7]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 2900 1/min 135 mm
NPSH-value without safety margins
H/m31 Head
23]
22
214
20—

135

@ 105

- a4 A A A A A A A
W A OO N0 OO aDNWDMo o N ©©
|

X Shaft power P2
P: [ kW | p 3135

A —— e S @ 105

NPSH /m | NPSH-values

2105 @135

n/% | Hydraulic efficiency ——

50 \

40 135
30 @ 105

0 I T I

\ \ \ \ \ \ \ \ \ \ \ \ \
0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42Q/m¥h
Flow

V5.2.2 Curve number: 040 01125 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




8 Charact. curves
CIRCOR ALLWEILER
N

Quotation / Offer No.

NB 40-160/02 roject D
Charact. curves acc. DIN EN 1SO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.
Attention! At temperature t < -10°C please note materials! Created by Date
Power data referred to: Water
Q H P rated Torque Vis Temp Density Speed |mpe||er (7]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm? .
2) 2900 1/min 173 mm
NPSH-value without safety margins
H/mJ Head

42 % 55 % 62 % 66 %

N
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w
o
b b b e b ber B b B b b B e P

w
©

W w W
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©
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@115

ff. 76.3%
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g 115

Q
w
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Flow
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V5.2.2 Curve number: 040 02160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
\./ NB 40-200/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to: Water

Q H P rated Torque Vis Temp Density
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?
2)

Created by

Date

Speed
2900 1/min

Impeller @
205 mm

NPSH-value without safety margins

H/m— Head

40 % 50 % 549,

58 %

60

[
D

I ~ I o
o ESN (o] N
T N A R B

w
D

N w
(o] N
[ R

N
=
|

ff.

64.5%

@ 160

58 %
@ 205

p./kw — Shaft power P2

@ 160

@ 205

NPSH | m—| NPSH-values

160

@ 205

n1% | Hydraulic efficiency —

160

J 205

0 I I I I I I I I I I
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Flow

\
44

\ \ \
48 52 56

I
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V5.2.2 Curve number: 040 01200 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 40-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B

Minmum capacity

Qmin = 0.1 * Qopt

Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to:

Q
1)
2)

Water

H P rated Torque Vis

1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Date

Speed
2900 1/min

Impeller @
250 mm

T
‘.§ 3
|

©
o

A O a oo oo O N N o
@ N O O A © N O O H

N
N

NPSH-value without safety margins

~ Head

30 % 40 % 50 % 55 %

60 %

@ 200

50 %

@250

Shaft power P2

o] @ 200
47

@ 250

NPSH-values

e

Q@ 250
//Q T

Hydraulic efficiency

@ 200

@ 250

Flow

I
64

\ \
Q/m3h

V5.2.2 Curve number:

040 01250 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Quotation / Offer No.
Charact. curves

Project ID

NB 50-160/01

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Created by

Power data referred to:
Q

Water
H
1)
2)

rated Torque

Date

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Speed
2900 1/min

Impeller @
165 mm

NPSH-value without safety margins

H/m- Head

7 40 % 50 %

60 %

66 %

@ 125

J 165

Shaft power P2

125
27

165

NPSH-values

\

@ 125

J 165

Hydraulic efficiency

125

@ 165

Flow

I I I I I I I I I I
65 70 75 80

I I
85 Q/m3h

V5.2.2 Curve number:

050 01160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 50-200/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed

2900 1/min

Impeller @
205 mm

NPSH-value without safety margins

H/m- Head

50 %

(]
N

60% g5

g a g o
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A D b O
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N (9]
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W W W W w H
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Hydraulic efficiency

@160

@205

Flow
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\ \
Q/m3h

V5.2.2 Curve number: 050 01200 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Quotation / Offer No.
Charact. curves

Project ID

NB 50-250/01

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by Date

Power data referred to:
Q

Water
H
1)
2)

rated Torque

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Speed
2900 1/min

Impeller @
250 mm

NPSH-value without safety margins

H/m- Head

40 %

50 %
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N
o

71 %
ff. 71.3%

250

@ 200

P./kw - Shaft power P2

25—
20—
15—
10—

5]

@ 250

@ 200

NPSH /m.| NPSH-values

J 250

Hydraulic efficiency

3 200 3250

0 I
5 10
Flow

I I I I I I I I I I I
15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95

100 Q/ mh

V5.2.2 Curve number:

050 01250 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 65-160/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
2900 1/min

Impeller @
170 mm

NPSH-value without safety margins

H/m— Head

50 % 65 %

w
e
|

72 %

W W w W
o N B~ O

NN
A O

N N
N oo
con e b b B b e B Bl

@125

a170

Shaft power P2

125

—

g 170

NPSH-values
125
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Hydraulic efficiency

125

a170
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0 10 20 30 40 50 60 100 110
Flow
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I I I
130 140

I I
150 Q/mdh

V5.2.2 Curve number: 065 01160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

Quotation / Offer No.

CIRCOR  ALLWEILER
S NB 65-200/02

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

ltem
Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

Power data referred to: Water

Created by

Date

Q H P Vis

1.00 mm?/s

rated Torque Temp

20.0°C

Density
1) 0.998 kg/dm?

2)

Speed
2900 1/min

Impeller @
219 mm

NPSH-value without safety margins

H/m 1 Head

60 %

N w w » S S [$)] [ [e2] [«2)
[e¢] N » o B [o°) N o o N

N
=

@ 160

N
o

@219

p./kw — Shaft power P2

10-/—////13—//@ 160
57
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Hydraulic efficiency
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@219
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V5.2.2 Curve number: 065 02200 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

Quotation / Offer No.

CIRCOR  ALLWEILER
S NB 65-250/03

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

ltem
Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

Power data referred to: Water

Created by

Date

Q H P rated Torque Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Speed
2900 1/min

Impeller @
265 mm

NPSH-value without safety margins

H/m- Head

40 % 53 % 61 % 68 %

ff. 76.6%

@200

P./kw - Shaft power P2

50
40
30

207///_’D//® 200
10—

@ 265

NPSH /m~| NPSH-values

12—

265

Hydraulic efficiency

@ 200

@ 265

\ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \
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Flow
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\ \ \
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V5.2.2 Curve number: 065 03250 0129

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Charact. curves

NB 65-315/02

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN 1SO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! At temperature t < -10°C please note materials!

ltem
Pos.no.

Power data referred to: Water
Q H P
1)
2)

rated Torque Vis Temp

Density

1.00 mm?/s 20.0°C 0.998 kg/dm?®

Created by Date

Speed
1450 1/min

Impeller @
315 mm

NPSH-value without safety margins

H/m= Head

44 %

54 % 61 %

65.6 %
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-
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J 255

NPSH | m— NPSH-values

2.5
27 \
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n1%- Hydraulic efficiency
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Flow

\ \
15 2

I I I I I I I I I I I I I
0 25 30 35 40 45 50 55 60 65 70 75 80 85

I I I I I I
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V5.2.2 Curve number:

065 02315 0114 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR
o

Charact. curves

NB 80-160/01

ALLWEILER

Quotation / Offer No.

Project ID

Charact. curves acc
Minmum capacity

- DIN EN 1SO 9906:2013-03 3B
Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to:
Q
1)
2)

Water

rated Torque Vis
1.00 mm?/s

H P Temp

20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
2900 1/min

Impeller @
180 mm

NPSH-value without safety margins

Him

Head

50 % 60 %

w B
o O

w w
N D
el b b b b b b b b e b |

w
~

N N W
o 0 O

N
o
|

N
o
|

70 %

@ 125

180
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47//_’_—%
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180

NPSH-values
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J 180

Hydraulic efficiency

3125
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0
Flow
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V5.2.2

Curve number: 080 01160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 80-200/03

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by

Power data referred to: Water

Q H P rated Torque Vis Temp
1) 1.00 mm?/s 20.0°C
2)

Density
0.998 kg/dm?

Date

Speed
2900 1/min

Impeller @
225 mm

NPSH-value without safety margins

H/m 1 Head

80 % 70 %

75 %

N N N w w B H H (6] [8)] o)) D
o EN oo N (o)) o H oo N (o)) o S
I T S AR A A A AT A A A A R A AR

-
»

ff. 81.3%
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10|
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NPSH / m-| NPSH-values
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n1%-| Hydraulic efficiency
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@ 225
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Flow

220 240 260

I
Q/m3h

V5.2.2 Curve number: 080 03200 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTRCOR ALLWEILER Project ID
S NB 80-250/02

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).
Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 2900 1/min 265 mm

NPSH-value without safety margins

H/m3 Head

55 % 66 %

100 74 %

©
[

ff. 82.2%

~N © © o ©
o O K~ 00N

3-265

AR OO O O O N
A 00O N O O b 00N
e b b b b b b e e B B e e e b b B L Py

N
o

32 @ 200

X _| Shaft power P2
P: [ kW p & 265

30/’/’——43//@ 200
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10—
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n1%_| Hydraulic efficiency

—
70— S T @ 265
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Flow

V5.2.2 Curve number: 080 02250 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




Quotation / Offer No.
Charact. curves

CTR COR ALLWEILER Project ID
S NB 100-160/02

Charact. curves acc. DIN EN ISO 9906:2013-03 3B ltem
Minmum capacity Qmin = 0.1 * Qopt Pos.no.

ion! Pl te th i t , mot limit 37 kW (motor typ 200L).
Attention! Please note the maximum motor power, motor power lim ( yp ) Created by Date

Power data referred to: Water

Q H P rated Torque Vis Temp Density Speed |mpe"er (/]
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?

2) 2900 1/min 190 mm

NPSH-value without safety margins

H/m 3 Head

0%  60%

69 %
75 %
79 %

82 %

Eff. 84.6%

@190

N NN NN WWWWW™~ MDD
O N B OO NI OO ON BN

B 7.30
10*;
E @132

()

Shaft power P2
P: kW | p @190

5 | 3 132
NPSH /m | NPSH-values

3132
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e ——

ni1% | Hydraulic efficiency a-— —
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60—
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40—
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Flow

V5.2.2 Curve number: 150 02160 0129 3B

ALLWEILER GmbH / 78315 Radolfzell




o
CIRCOR ALLWEILER
o

Quotation / Offer No.
Charact. curves

Project ID

NB 100-200/01

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt

Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by Date

Power data referred to:
Q

Water
H
1)
2)

rated Torque

Vis
1.00 mm?/s

Temp
20.0°C

Density
0.998 kg/dm?

Speed
2900 1/min

Impeller @
215 mm

NPSH-value without safety margins

1 Head

215

@170

P./kw | Shaft power P2

40
30|
20|
10

g 215

@170

NPSH | m—| NPSH-values

[ ——

17 a 215

Hydraulic efficiency
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Flow
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V5.2.2 Curve number:

462 1902 202 3B

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 100-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Created by

Power data referred to: Water

Q H P rated Torque Vis Temp Density
1) 1.00 mm?/s 20.0°C 0.998 kg/dm?
2)

Date

Speed
2900 1/min

Impeller @
260 mm

NPSH-value without safety margins

Head

I
3

50 % 60 %

70 %
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n1%-| Hydraulic efficiency
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Flow
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V5.2.2 Curve number: 462 1902 302

ALLWEILER GmbH / 78315 Radolfzell




Charact. curves

CIRCOR  ALLWEILER
S NB 125-250/01

Quotation / Offer No.

Project ID

Charact. curves acc. DIN EN ISO 9906:2013-03 3B
Minmum capacity Qmin = 0.1 * Qopt
Attention! Please note the maximum motor power, motor power limit 37 kW (motor typ 200L).

ltem
Pos.no.

Power data referred to: Water
Q H P rated Torque  Vis
1) 1.00 mm?/s
2)

Temp
20.0°C

Density
0.998 kg/dm?

Created by

Date

Speed
2900 1/min

Impeller @
220 mm

NPSH-value without safety margins

H/m—- Head

50 %
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V5.2.2 Curve number: 125 01250 0129 3B
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